
Double Door Pillars & Cabinets 
E2 Double Door Pillars & Cabinets

Standard Specification:
o Detachable plinth for either Root  

 or Surface Mounting
o Stainless steel Anti Vandal hinges
o 12mm ply backboard
o Door seal to IP 65
o Earth cable from Door
o Tri Cam locks as standard
o Warning sticker
o Key included

Haldo offer a huge range of readily customisable range of 
cabinets over 1m wide. Please see the size table below for 
our most popular models.

The classic Haldo hinged door cabinet is a durable anti 
vandal cabinet which offers many customisable options.

From door locks, to steel thickness to paint finish, the E2 
cabinet can do the job you want it to do.

Haldo Cabinets are available in 3mm or 5mm mild steel, 
galvanised to BS EN ISO 1461 and complete with ply back 
board and Tri Cam locks. 

Where an aesthetic finish without any warping is needed we 
offer 1:4003 grade Stainless Steel range in a long life Powder 
coated finish. 

Options:

Lock Options:

o 3mm, 5mm steel or Stainless Steel
o Other specifications of back board on request
o Range of coloured finishes
o Long life root protection
o Vents with or without fly screen
o Market Trader Door options
o Document pocket to rear of door
o Internal gland plate
o Engraved Warning Plates

o Crown Lock
o Hasp and staple
o Hasp and staple shroud
o Yale Lock
o Other locks available on request
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Double Door Pillars & Cabinets 
E2 Double Door Pillars & Cabinets

Model Material Height 
(Above Ground)

Width Depth Backboard 
Height

Backboard 
Width

Working 
Depth

E29364 3mm Galvanised Mild Steel 1200 1250 450 1050 1190 412

E29374 3mm Galvanised Mild Steel 1400 1300 500 1250 1240 462

E29353 3mm Galvanised Mild Steel 1300 1500 400 1150 1440 362

E29368 3mm Galvanised Mild Steel 1500 1300 450 1350 1240 412

3mm Mild Galvanised Steel

Model Material Height 
(Above Ground)

Width Depth Backboard 
Height

Backboard 
Width

Working 
Depth

E29506S 5mm Mild Galvanised Steel* 1200 800 350 1050 740 312

E29506DD 5mm Mild Galvanised Steel** 1200 800 350 1050 740 312

E29340 5mm Mild Galvanised Steel** 1200 1100 400 1050 1040 362

E29505S 5mm Mild Galvanised Steel* 1200 1200 450 1050 1140 412

E29505DD 5mm Mild Galvanised Steel** 1200 1200 450 1050 1140 412

E29349 5mm Mild Galvanised Steel** 1200 1500 400 1050 1440 362

5mm Mild Steel Galvanised Cabinets

Model Material Height 
(Above Ground)

Width Depth Backboard 
Height

Backboard 
Width

Working 
Depth

E29377 1:4003 Powder Coated Stainless Steel 1300 1200 450 1150 1140 412

E29375 1:4003 Powder Coated Stainless Steel 1600 1500 450 1450 1440 412

E29373 1:4003 Powder Coated Stainless Steel 1800 1500 600 1650 1440 562

E29372 1:4003 Powder Coated Stainless Steel 2000 2500 600 1850 2440 562

All measurements shown are in mm

KEY: * =  Single Door, ** =  Double Door.

1:4003 Grade Powder Coated Stainless Steel
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